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401 DEPARTMENT OF TRANSPORTATION Trans 305.02

Chapter Trans 305
STANDARDS FOR VEHICLE EQUIPMENT

Subchapterl — General Provisions Trans 305.29 Steering and suspension.
Trans 305.01 Purpose and scope. Trans 305.30 Tires and rims.
Trans 305.02 Applicability. Trans 305.31 Modifications afecting height of a vehicle.
Trans 305.03 Enforcement. Trans 305.32 Vent, side and rear windows.
Trans 305.04 Penalty. Trans 305.33 Windshield defroster—defogger
Trans 305.05 Definitions. Trans 305.34 Windshields.
Trans 305.06 Identification of vehicles. Trans 305.35 Windshield wipers.
Trans 305.065 Homemadeyeplica, street modified, reconstructed anft-rofad

vehicles. Subchapter IIl — Motor cycles

Trans 305.37 Applicability of subch. II.

Subchapter |l — Automobiles, Motor Homes and Light Trucks Trans 305.38 Brakes.
Trans 305.07 Definitions. Trans 305.39 Exhaust system.
Trans 305.075 Auxiliary lamps. Trans 305.40 Fenders and bumpers.
Trans 305.08 Back-up lamp. Trans 305.41 Fuel system.
Trans 305.09 Direction signal lamps. Trans 305.42 Horn.
Trans 305.10 Hazard warning lamps. Trans 305.43 Lighting.
Trans 305.1  Headlamps. Trans 305.44 Mirrors.
Trans 305.12 Parking lamps. Trans 305.45 Sidecars.
Trans 305.13 Registration plate lamp. Trans 305.46 Suspension system.
Trans 305.14 Side marker lamps, clearance lamps and reflectors. Trans 305.47 Tires, wheels and rims.
Trans 305.15 Stop lamps.
Trans 305.16 Tail lamps. Subchapter IV — Heavy Trucks, Trailers and Semitrailers
Trans 305.17 Brakes. Trans 305.48 Definitions.
Trans 305.18 Bumpers. Trans 305.485 Applicability of subch. II.
Trans 305.19 Doors, hoods, locks, latches and door handles. Trans 305.49 Axle control valves.
Trans 305.20 Exhaust and air pollution control systems. Trans 305.50 Bed and body on trailers and semitrailers.
Trans 305.21 Floor pan and firewall. Trans 305.51 Brakes on heavy trucks, trailers and semitrailers.
Trans 305.22 Fenders and projecting parts. Trans 305.52 Coupling devices.
Trans 305.23 Frames. Trans 305.53 Fenders and mud guards.
Trans 305.24 Fuel systems. Trans 305.54 Frames on heavy trucks, trailers and semi-trailers.
Trans 305.25 Horn. Trans 305.55 Lighting devices.
Trans 305.26 Mirrors. Trans 305.56 Rear end protection.
Trans 305.27 Restraining devices and seats. Trans 305.57 Suspension system on heavy trucks, trailers and semitrailers.
Trans 305.28 Speed indicator and odometer Trans 305.58 Wiring.

Note: Chapter MVD 5 as it existed on February 29, 1886 repealed and anew (i) Homemade or reconstructed vehidlegistered as home
chapterTrans 305 was createdettive March 1, 1996. madeor reconstructed vehicles inis¥onsin before January 1,
1975.
Subchapter| — General Provisions (2) Exceptas provided in sub. (4):

(a) Subchapter Il applies to automobiles, light trucks and
Trans 305.01 Purpose and scope. (1) The purpos®f motorhomes.

this chapter is tgrescribe minimum equipment requirements for (b) Subchapter Il applies to motorcycles.

vehiclesand standards for the equipment used on vehicles. . . .
. . . . (c) Subchapter IV applies to heavy trucks, trailers and semi—

(2) This chapter includes equipment requiremert® yailers.
manufacturedhomemade, street modified, replica and recon
structedvehicles andanotor vehicles, including automobiles, light
trucks, heavy trucks, motorcycles, motor homes, trailensl
semi-trailers.

History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

(3) Homemadeor reconstructed vehicles registered irs\W
consinon or after January 1, 1975, shall meet the vehicle equip
ment standards in subchs.lll,and IV applicable to vehicles of
the same type which are manufactured in the year in which the
homemader reconstructed vehicls first registered in lgcon-
N . sin except as specifically provided. When subchslliliand IV
Trans 305.02 Applicability. (1) This chapter does not make equipment standards applicable to vehicfesufactured

applyto the following vehicles: aftera certain date, the standaggmly to homemade and reeon
(a) Farm tractors and self-propelled farm implements. structedvehicles first registered in idtonsin after that date.
(b) Implements of husbandry as defined in s. 340.01 (24), (4) Vehiclescovered under subchs. II, lll and IV that are street
Stats. modified or replica vehicles shall meet the following vehicle
(c) Vehicles drawn by animals. equipmentequirements:
(d) Road machinery (a) The vehicle equipment requirements for a street modified
Bicvcl vehicleshall bethe same as the vehicle equipment requirements
(e) Bicycles. for a vehicle of the same tygadmodel year that is not a street
() Motor bicycles or mopeds. modified vehicle.
(9) Golf carts operated in accordance with s. 349.18 (1) (b), (b) The vehicle equipment requirements for a replica vehicle
Stats. shall be the same as the vehicle equipment requirements for

(h) Homemade, street modified, replica or reconstructaghicle of the same type and model year as the vehicle used for
motorvehicles owned by a nonresident that are domiciled and régirposef the reproduction.
isteredin aforeign jurisdiction and temporarily operated ifsW (5) No section of this chapter requires vehicles meeting equip
consin. ment requirements established bis@dnsin or federal law for the
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yearof original manufacture topdate vehicle equipment to meet (10) “Exhaustsystem” means all components used on a motor

increasedrequirements under this chapter unless updating vshiclefor dischaging exhaust fumes including nfigfrs.

requiredby ch. 347, Stats., or sub. (3). (11) “Federalclean air act” has the meaning provided in s.
(6) Vehicles that were legally titled and registeredmother 285.30(1) (a), Stats.

jurisdictionand that met vehiclequipment standards established (12 “Fender” means a guard or covering over the wheels of

by the law of the other jurisdiction and are in compliance withyenicle toprevent the splashing of waterud or other materials
Wisconsinequipment requirements for that model year are nghich may be thrown by the wheels.

requiredto update vehicle equipment to meet increased require e R . . .
mentsunder this chapter upon titling and registration iisa&hn- (13) “Firewall” means thaportion of thg vehicle separating
the passenger compartment from the engine compartment.

sinunless updating is required by ch. 347, Stats. i - i
(14) “Floor pan” means thgbortion of a vehicle separating

7) Nothingin this chapter is intended to modify the provi
sio(ns?of ch. 3%17, Stats., rfnd all vehicles to Whicl‘flythis ghaptg}eh_piassenger and trunk compartments from the road beneath a
icle.

appliesshall also comply with the requirements of ch. 347, Stat& - )
(8) Nothing in this chapter is intended to modify the provi _ (15) “Foglamp” means an auxiliary lamp using a fluted lens
sionsof chs. Fans 308, 325, 326, and 327, and all vehicles ¥§ich projects a wide-angle beam of lightended to illuminate
which subch. IV applies shall also comply with ajpplicable objects400 to 700 feet in frondf a vehicle. This lamp is also
requirementf chs. Fans 308, 325, 326, and 327. referredto as an adverse weather lamp.
History: Cr. Register February1996, No. 482, &f3-1-96; am. (6), Register (16) “Frame” means the structure which supports the body
%‘gbesré?sw'R“éo-iggf',\f;ﬂz‘(}afﬁgoggg“ons in (8) made under s. 13.93 (2m) drive train, steering mechanism and axles of the vehicle. The
v nRed Y T frameincludesthe structural components of unibodies and may

Trans 305.03 Enforcement. No person may operate c)rincludechassis componernifghey are an integral part of the struc

allow to be operated on itonsin highways any vehicle subjectUr@! integrity of the vehicle. _ _

to this chapter that is not in conformity with the applicablguire (17) “Fuel system”includes the fuel tank, cap, filler pipe,

mentsof this chapterWhenever this chapter requires a laonp pump,carburetarinjector systems arall accompanying compo

deviceto be mounted at a certain height, the distahedt be mea nents.

suredfrom the center of the lamp or device to the level ground (18) “Hazardwarning lamps” means lamps that flash simulta

uponwhich the vehicle stands when such vehicle is without loageouslyto the front and rear on both the right and $idies of a
History: Cr. RegisterFebruary1996, No. 482, &f3-1-96. motor vehicle to warn motorists of a hazard.

Trans 305.04 Penalty. Unless a dferent penalty is pro (19) “Heavy truck” means a motor truck, truck tragtor road

. A ; . tractorwith a gross vehicle weight rating actual gross weight
vided by statute, any violation of this chapter shall be punisha - :
asprescribed in s.10.075 (7), Stats. b(!‘fgmore than 10,00founds. The term also includes any combina

History: Cr. Register February 1996, No. 482, &f3-1-96. tion vehicle whereone of the vehicles in the combination is a
motortruck, truck tractor or road tractor and the gross combina
tion weight rating or actual weight of the combination exceeds

Trans 305.05 Definitions. Wbrds and phrases defined m}L0,000pounds.

chs.340 and 341, Stats., are usethe same sense in this chapte

unlessa different definition is specified. In this chapter: (20) “High-mountedstop lamp” means an additional lamp of
(1) “Adverseweather lamp” has the meanipgovided in s, @Stop lamp system giving a brake-actuated, steady warning light
340.01(1m), Stats. to the rear of the vehicle intended to provide a signal to both the

wp ; : " - _operatorof the next following vehicle and through intervening
vid(ezc}inpglrzg%uggo(%)c%qgg equipment” has the meaning PrOehiclesto the operators of the other following vehicles.

(3) “Auxiliary lamp’ means any lamp mounted onehicle (21) “Homemadevehicle” has the meaningrovided in s.

with a bulb having wattage in excess of 10 wattswanidh is not 341.268(1) (b), Stats. . .

requiredequipment undech. 347, Stats., or this chaptekcept ~ (22) “Horn” meansa warning device, mounted on a motor
aspot lamp. Auxiliary lamps may includelverse weather lamps, vehicle,which produces audible sound.

fog lamps, driving lamps andfefoad lamps. (23) “Immediate family member” means a spouse, child,

(4) “Back-up lamp” means any lamp designed to providétepchild,fosterphild or other dependent i.f the.spouse, child,-step
road illumination to the rear of a vehicle when the vehicle is ighild, foster child orother dependent resides in the household of
reversegear the owner of a motor vehicle.

(5) “Braking system” means the componergguired to stop (24) “Lash” means the condition in which the steering wheel
amotor vehicle including the braking pedal, master cylinctes ~ may be turned through some part of a revolution without associ
nectinghoses, lines, fluids, linkage, drums, shoes, rofmads, ated movement of the wheel or wheels that turn the vehicle.
calipersand parking brake. (25) “Light truck” means a motor truck, truck tractooad

(6) “Bumper” means a device mountedthaé front or rear of tractoror combination vehicle with a grosshicle weight rating
avehiclefor absorbing shock and providing a contact point thatr actual gross weight of 10,000 pounds or less.

may reduce damage to the vehicle in a collision. (26) “Manufactured”means produced by a manufacturer of
~ (7) "Designatedseating position” hathe meaning provided vehiclesas defined in s. 340.01 (28), Stats.
in 49 CFR 571.3. (27) “Nontransparentnaterials” means all materials, inctud

(7m) “Door handle” means a device including a knob, latcing those that may be sprayed or painted, on matbicleglaz
releaseor lever that is used to openclose, or both, a door eithering, which reduce the amount of visible light passing through the
from the interior or exterior of a vehicle. motor vehicle glazing material or otherwise restrict or distort the

(8) “Driver’s compartment” means the interior part of th&learview of any object or person. The term does not include
vehicledesigned for use lthe vehicle operator while controlling tinted films applied to the interior or exterior surface of motor
the movement of the vehicle. vehicleglazing material.

(9) “Driving lamp” means an auxiliary lamp which projects a (28) “Parkinglamps” means 2 lamps mounted on the front of
fixed narrow beam of light intended to illuminate objects beyoraimotor vehicle, one on each side, designed to mark the front of
the normal distance illuminated by headlamps. the vehicle when parked.
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403 DEPARTMENT OF TRANSPORTATION Trans 305.075

(29) “Reconstructedrehicle” has the meaning provided in sStats. RegisterApril, 1999, No. 520, &f5-1-99,CR 01-120: cr(7m) Register May
341268 (1) (d), Stats. 2002No. 557, €ff 6-1-02.

(30) “Registrationplate lamp” means a lamp designedlte Trans 305.06
minatethe rear registration plate of a vehicle.

(31) “Replicavehicle” has the meaning providieds. 341.268
(2) (e), Stats.

(32) “Restraining device” means anyevice designed to

Identification of vehicles. No person
may operate a vehicle on a highway if:

(1) Thevehicle identification number is missingliterated,
alteredor not properly attached.
in th . hicle. includi bl (2) The vehicle isa homemade, reconstructed or replica
securepersons in the seat of a motor vehicle, including sty epicle and does not have a vehicle identification number
andairbags, in order to mitigate the results of any accident. assignecby a manufacturer or by the department.
(33) “Safetybelt” has the meaning provided in gafis 310.02  History: Cr. RegisterFebruary1996, No. 482, &3-1-96.

©)

(34) “Shock absorbing device” meara enggy dissipating Trans 305.065 Homemade, replica, street modified,
deviceon a vehicle which increases vehistability and improves reconstructed and off-road vehicles. (1) INSPECTION.
steering, handling and ride performance. It includes shocdkpon completion of assembly or reconstruction, every home
absorbersind struts. madeor reconstructed vehicle shall be inspected prior to being

(35) “Side marker lamps” means lamps used on each side'ggisteredr titled for compliance with this chapteh. Tans 149
a vehicle to indicate its length and to make the vehicle visibff!dch. 347, Stats. The inspection shall be performed by an inspec
whenapproaching from the side. tor authorized by the department to perfanspections of salvage

(36) “Semitrailer”and “trailer” have the meaning provided inﬁiﬂggggggg%itsr'aﬁgém’ Stats. This subsection does not apply to

s.340.01 (57) and (71%tats., except that for purposes of this .
chapter,thé te)rms inglu(i mobile hoF;nes. purp (2) TiTLES. (a) Homemade and reconstructed vehicles. The

37) “SAE” th . f aut " . department shall issue a title indicating that a vehicle is a-home
(37) ) means the society of automotive engineers. ;g or reconstructed vehicle where the make of the vehicle
(38) “Steeringwheel” means a circular device mounted on thgould otherwise beshown on the title. The model year shown on

steeringshaft in the drivés compartment of a motor vehicle,thetitle shall match the calendar year of the inspection performed
otherthan a motorcycle, for use by the dritermaneuver the ynderthis section.

steeringsystem of a motor vehicle. _ ~(b) Replicaand street modified vehicles. The department shall
(39) “Streetmodified vehicle” has the meaning provided in Sssuea title indicatinghat a vehicle, except a motorcycle, is a rep
341.268(1) (f), Stats. lica or street modified vehicle and the make and model year shown
(40) “Suspensionsystem” meanshat portion of a vehicle onthe title shall be the original make and model year o$tieet
betweenthe frame and the axles including, gt limited to, modified vehicle or the makand model year of the vehicle being
springs,torsion bars, shackles, shock absorbers, cross stabiligplicated. The installation of reproduction body parts on & pre
tion bars, anti-sway bars, and all attachment parts. viously manufactured and titled vehicle body and frame is not
(41) “Tire and rim” means the rubber tigmd its mounting Considerecby the department to constitute a replica vehicle for

surfaceon which the vehicle is suspended. The compopans Purposef identifying thevehicle on its title. A vehicle shall be
aredefined as follows: consideredh replica or a street modified vehicle if it has been-certi

“ " . o . fied by the owner to be a replica arstreet modified vehicle for
a) “Bead” means the part of the tire which is shaped to fit t : . .
rim( r)nade of high—tensilelzosteel wire wrapped and rginforced }éirposes of registration under s. 341.268, Stats. A vehicle shall

sobe considered a street modified vehicle if the velsielegine

the plies. . hasbeen replaced witlbne which required adaptation beyond
(b) "Belt” means the layer or layers made of fabric or othgfrdinaryreplacement.

materlﬁllloca’t’ed under the tre_ad area. . (3) RecIsTRATION. As provided in s. 341.1(6), Stats., no
(c) “Cord” means the textile or steel wire strands, or the likgenhicle originally designed anchanufactured for 6fhighway

forming the plies or other structure of the tire. usemay be registered by the department unlesedts the label
(d) “Groove” means the space between 2 tread ribs. requiredby section 14 of the national tréit and motor vehicle
(e) “Major tire groove” means the circular grooves where thgafetyact of 1966, as amended. The label shall fieeaf by the

wearindicator bars are located. original manufacturer and shall certify that at the time of marufac

- _ e the vehiclemet all applicable federal motor vehicle safety
cor((?sfol:[?[!])’:inrgetﬁgsti:geblc?g;r of rubber-coated parallel strands EsBézmdardsVehicles generally not eligible to be registered include,
R . . . but are not limited to, mini-bikes, go-carts aatl-terrain
(9) "Rib” means the tread section running around the CifcU)gpicles.
ferenceof the tire. Note: Section 14 of the National faffic and Motor \éhicle Safety Act of 1966,

(h) “Rim” means the metal support for tire and talssembly as amended, has been recodified at 49 USCA 30101 et seq. 49 CFR Part 567 estab
Tire beads are seated on the rim. lishesstandards for the location and contents of the required label.

] - . . History: Cr. RegisterFebruary1996, No. 482, &f3-1-96; am. (1and (2) (b),
(i) “Sidewall” means the portion difie tire between tread andRegisterOctober 1997, No502, ef. 11-1-97,CR 03-122: am. (1) and (2) (b) Reg
bead ister May 2004 No. 581, eff. 6-1-04

() “Tread” means thportionof the tire that comes in contact
with the road.

(42) “Windshield” means the transpareshield of safety
glassmounted forwaraf the passenger compartment of a motor

vehicleother than a motor driven cycle. ; o X
e . . . . chapter,“motor vehicle’means automobilesmotor homes and
(43) “Windshield critical area” means that portion of a motor"ght trucks.

vehicle windshield normally used by the driver for necessary siory: 1. RegisterFebruary1996, No. 482, €13-1-96.
observationgo the front of the vehicle. This includes the areas
normally swept by a factory installed windshield wiper system. Trans 305.075 Auxiliary lamps.

i . (1) Auxiliary lamps
History: Cr. RegisterFebruary1996,No. 482, &f 3-1-96; am. (19), (24) and :
(25),renuim. (26) to (36m) to be (24) to (36) and am. (25), RegiStzober 1097,  thatare fog lamps or adverse weather lamps may not beiused

No. 502, ef. 11-1-97; corrections in (2) andljlmade under s. 13.93 (2m) (b) 7., lieu of headlamps during those times when headla@ues

Subchapter Il — Automobiles, Motor Homes and
Light Trucks

Trans 305.07 Definitions.  For purposes of this sub
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requiredexcept as expressly allowed $y347.26 (3), Stats. Other  (3) All direction signal indicator lamps shhk installed and

auxiliary lamps may not be used in lieu of headlamps. maintained in proper working condition and may not be covered
(2) Unlessspecifically permitted by this chapter or by ch. 34701 obscured by any object or material.

Stats.,no motorvehicle may be operated upon a highway with a (4) All directional signal lenseshall be installed and main

lighted auxiliary lamp unless the auxiliary lamp: tainedin proper condition anthay not be covered or obscured by
(a) Is mountedelow the level of the center of the headlamp&ny object or material.
exceptthat when added equipment, such as a snow, ploeks (5) All wiring and connections shall meaintained in good

the transmission of light from factory installed headlights, alteccondition.
nateheadlights maye mounted above the factory installed head (6) Thereshall be no cracked, broken or missing lenses or
lights and may temporarily be usatlring the time the light reflectors.
obstructingequipment is in place. History: Cr. RegisterFebruary1996, No. 482, &f3-1-96; renum(4) and (5)
(b) Directs light forward of the vehicle. to be (5) and (6), c(4), RegisterOctober 1997, No. 502, &f11-1-97.

(c) Every auxiliary lamp shall be properly aimed so as te con
form with manufacturers recommendations, and so that glari

light rays from the auxiliary lamp are not directed into the eyes g equipped witthazard warning lamps in proper working cendi

an ZjF;prEAaCh'“ghd“Vir _ _  SAE techn tilon and in conformity with this section and s. 347.26)(Btats.
eets the photometric specifications in technical 2y Hazardwarning lamps shall be securely mounted.

reportsJ581, J582nd J583 for auxiliary driving lamps, auxiliary (3) Hazardwarning lamp wiring ancconnections shall be

low beam lamps or front fog lamps. 2 "
Note: SAE Standard J581 was approved in March 1979 and completely revi:@tﬁmtal_nedn gO_Od condition. ) )
by the Lighting Coordinating Committee in June 1989. SAE Recommended Practgé’“srory- Cr. Register February 1996, No. 482, &f3-1-96; am. (1), Register
J582was approved in January 1981 and completely revised by the Ligliingit ctober,1997, No. 502, &f11-1-97.
teein September 1984. SAGtandard J583 was approved in May 1937 and-com

pletelyrevised by the Lighting Committee duly 1977 with an editorial change in Trans 305.11 Headlamps. (1) (a) Every motor vehicle

May 1981.The SAE standards, published in the 1994 SAE Handbook, are availagﬁa” be equipped with a hegdlan(] )S( s)tem mgetin the specifica

in the ofices of the Department ofdnsportationthe Secretary of State, and theLeg = quipp NP SYS g peciiic

islative Reference Bureau. These standards may also be purchased from the Sod@tys of the headlamp system with which the vehicle was -origi

of Oglém(%gﬂve Engineers, Inc.400 Commonwealth Drive, &vrendale, R nally manufactured. Every homemade or reconstructed vehicle

15096=0001. . . .. shallbe equipped with headlamp system meeting the specifica
(3) Wheneverthe operator of a vehicle equipped wallxil-  tjons of headlamp systems on vehicles manufactured in the year

iary lamps projecting a beam beyond that of the velsid®V j, which the homemade or reconstructed vehicle is first tegis
beamheadlamps approaches an oncoming vehicle within 5.

feet,or approaches or follows another vehicle within 500 feet, the :
operatorshall extinguistthe auxiliary lamps in order to preven[’xﬁs (b) Every headlamp shall be properly aimed so astorm

Trans 305.10 Hazard warning lamps. (1) Every
torvehicle originally manufactured after January 1, 1969, shall

: - J : ith manufacturés recommendations and so that glaring light
glaringrays being directed into the eyes of the operator of anot sfrom the headlamp are nditected into the eyes of the driver

verzif)leAd ther | hall b ted bel hoi of any oncoming vehicle.

, verseweatner 'lamps shall be mounted below a NOFIZON - 5y 3) The headlamp system on every motor vehicle shall be
tal line between the centees the headlamps. If equipped with 2maintainecin proper working condition and in conformity with
adverseweather lamps, they shall be mounted on the same h?ﬁ'is section and ss. 347.09 and 347.10. Stats

zontal plane and on opposite sides of the center of the vehicle. ’ ' T )

(5) Motor vehicles may be equipped with auxilianf-ebad
lampsthat may face to the front or rear of the vehicle. The Iamgﬁallbe in good condition.

shallbe wired independentlyf all other lighting circuits and may - (3) (a) Every motor vehicle shall have an equal number of

not be lighted when the vehicle is operated or driven upon a hi . o :
way. g P P Ef‘leadlamps)n each side of the vehicle installed at least 12 inches
History: Cr. Register February 1996, No. 482, &/3-1-96; am. (1) and (5), [T0M the center of the vehicle and at the height specifies! in

renum.(2) (c) to be (2) (d), c(2) (c), RegistetOctober 1997, No. 502, &f11-1-97. 347.09(2), Stats.
(b) Every headlamp shddke properly installed, adjustable and
Trans 305.08 Back-up lamp. (1) Every motor vehicle securelyfastened. The headlamp mounting shall be in good con
originally manufactureafter January 1, 1969, shall be equippedition.

with back-up lamps in proper working condition and in confor (c) No headlamp may have any type of cover that in any way

(b) The headlamp switcldimmer switch and beam indicator
shallbe in proper working condition. All wiring and connections

mity with this section and s. 347.26 (4), Stats. tints the emitted light or reduces tlenount of light emitted to
(2) Theback-up lamp wiring and connections shall be mairbelow that required by s. 347.10, Stats. This paragraph applies
tainedin good condition. only at times when the use of headlights is required.

(3) Back-uplamps may bactivated by a switch on the trans History: Cr. RegisterFebruary1996, No. 482, &8-1-96.
missionsystem so the lamgsn be lighted only when the trans , .
missionis in reverse gear or may be manually turned omby Trans 305.12 Parking lamps. (1) Every motorvehicle

switchin the drivers compartment providing there is an indicatof’@nufacturedcommencing with the 195@nodels, and every
light plainly visible to the vehicle driver indicating when th omemadeor reconstructed motor vehicle registered on or after

back-uplamps are on. Januaryl, 1975, shall be equipped with parking lamps to the front
History: Cr. Register February 1996, No. 482, &f3-1-96; am. (1), Register Meetingthe visibility requirements of s. 347.27 (1) (b), Stats.
October,1997, No. 502, éf11-1-97. (2) The parking lamps and lens of every motor vehicle shall

o ) be maintained in proper working condition aincconformity with

Trans 3.05.0.9 Dlrectlon signal lamps. (1) The front _ this section and s. 347.27, Stats.
and rear direction signal lamp system of every motor vehicle (3y Al wiring and connections shall beaintained in good
manufacturedfter Januaryt, 1955, shall be maintained in propeggongition.
working condition and in conformityith this section and S.  History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.
347.15,Stats.

(2) All self-canceling direction signal switches shall be in Trans 305.13 Registration plate lamp. (1) All regis-
properworking condition. tration plate lamps, wiring and connections shall be maintained in
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405 DEPARTMENT OF TRANSPORTATION Trans 305.19

properworking condition and imonformity with this section and  (3) All wiring and connections shall meaintained in good
s.347.13 (3) and (4), Stats. condition.

(2) The registrationplate lamp shall be so constructed and (4) All tail lamp lens and reflectors shall be installed and
placedas to prevent light from the lamp shining away frtra maintainedin proper condition andnay not be covered or

vehicle. obscuredby any object or material.
History: Cr. RegisterFebruary1996, No. 482, €f3-1-96. (5) Thetail lamps shall be so wireab to be lighted whenever
) the parking lamp or headlamps are lighted.
Trans 305.14 Side marker lamps, clearance lamps History: Cr. Register February1996, No. 482, &3-1-96; am. (1), Register

and reflectors. (1) Every motorvehicle manufactured after October,1997, No. 502, éf11-1-97.

Januaryl, 1969, every vehicle registered as a homemade vehicle

on or afterJanuary 1, 1975, and every vehicle registered as alrans 305.17 Brakes. (1) The brake system oevery
reconstructevehicle after March 1, 1996 shall be equipped wit?0tor vehicle shall be maintained in proper working condition
sidemarker lamps and reflectors marking at leasfrtre and rear andin conformity with this section and s. 347.36, Stats.
cornersof the vehicle. (2) Every motor vehicle shall have:

(2) Every motor vehicle originally equipped wittlearance (&) Braking ability on every wheel.

lampsas defined in s. 340.01 (7), Stats., or reflectors shall have(b) No noticeable side pull or excessive vibration when the
suchlamps or reflectors maintained in conformitjth this see  brakesare applied.

tion and with ss. 347.16 to 347.19, Stats. (c) Brake pedals with a reserve of no less than 20%taf
~ (3) Sidemarker lamp and clearance lamp wiring and connepedaltravel left when fully depressed.
tions shall be maintained in good condition. (d) A brake system fully connected and free of leaks.

(4) Sidemarker lamps, clearance lamps and reflectorsbiall () Linings, pads, drums and rotors that all meenufactur
securelymounted and maintained in proper working condition.er’s minimum recommendations.

Oc'fésggrrﬁzgggf ﬁggéﬂgrgfﬂﬂf%l??%' No. 482, €/3-1-96; am. (1), Register (1) An adequate parking brake meeting the requirements of s.
347.35,Stats.
Trans 305.15 Stop lamps. (1) Every automobile origi (3) All replacement brake lines shall be made only of materi

nally manufactured commencing with the 1950 models, evefs Mmeeting or exceeding the specifications of the brake system
light truck or motor homeriginally manufactured commencing Manufacturer. -

with the 1955 models, and evehpmemade or reconstructed History: Cr RegisterFebruary1996, No. 482, &/3-1-96.

vehicleregistered on or after Janudry1975, shall be equipped

; : Trans 305.18 Bumpers. (1) (a) Every motor vehicle
\évggipagemtsﬁ ;t féggt ?rzgp;bgl:a%tg?r motor vehicles shall brﬁanufacturedafter September 1, 1972, and requiredfidnjeral

(2) The stop lamps of every vehicle shall be maintaiired law to be equipped with bumpers or crash resistance protection,

- L - . . ) i or both, shall be equipped with bumpers which shall be main
prg%r\iv‘?rlg?gt condition and ionformity with this section and (4ined in good condition andn conformity with this section.
5.347.14, Stats.

< ] o ] Replacementquipment shall be the same type as originally
(3) All wiring and connections shall beaintained in good requiredor of equivalent size, strength and surface area. The

condition. bumpersmay be mounted externally on the vehicle or installed
(4) All stop lamp lenses shall be installed and maintainedwithin the front and rear extremes of the vehicle.

proper condition and may not be covered or obscuredity (b) Every homemade or reconstructed motor vehicle +egis

objector material. teredafter January 1, 1975, shall be equipped with front and rear

(5) (a) The high-mounted stop lamp of every motor vehicleumperswhich provide damage protection that is equivatent
originally manufactured with high—mounted stop lamp shall bethatprovided by the bumpers of vehicles manufactured for sale in
maintainedn proper working condition and may not be coveretheyear the homemade or reconstructed vehicle is first registered.
or obscured by any object or material. This paragraph does fotch bumpers may be mounted externally on the vehicle
applyto the temporary covering or obscuringediigh mounted installedwithin the front and rear extremestbé vehicle. Home
stoplamp by property carried on or in the motor vehicle or in madeand reconstructed vehicles registered isdahsin prior to
trailer towed by the motor vehicle. March1, 1996may comply with either this section or the previous

(b) Camper tops and other similar coverings may be placéfesgoveming homemade vehicles.
overthe cago area of a light truck provided that if a high-mounted (c) Light trucks manufactured on or after January 1, 1997 are
stoplamp is installed on or in the cab of the truck, a comparadrguiredto have rear end protection in accordawité s. Tans
high-mountedstop lamp shall be installed time rear of the truck 305.56. Light trucks operated under s. 341.47 (1), Stats., are
andmaintained in proper working condition. This paragraph doégemptfrom the requirements of this paragraph.
notapply if a camper top or other similar covering placed over the (2) (a) All required bumpers shall be securglpunted to the
cargobed of a light truck causes the vehicle to be 80 or movehicleand at a heighhat does not vary from the manufactigrer
inchesin width. specificationsby morethan is permitted under s. 347.455, Stats.
History: Cr. RegisterFebruary1996, No. 482, &f3-1-96; am. (1), renum. (5) In the absence of manufactusespecifications, eversequired
to be (5) (a) and am.,.q5) (b), RegisterOctober 1997, No. 502, &f11-1-97. bumpershall provide a contact point no higher thanithes
from the level surface on which the vehicle stands.

Trans 305.16 Tail lamps. (1) Every automobile origi (b) No required bumper may be constructéavood except

nally manufactured commencing with the 1950 models, ev o
light truck or motor homeriginally manufactured commencin;guar:]%gradd't'onal wood bumper may be added legal metal

with the 1955 models, and evehpmemade or reconstructed . . .
vehicleregistered on or after Janudry1975, shall be equipped _ (€) No bumper may be damaged or distorted so that it projects

with 2 tail lamps. All other motor vehicles shall be equipped wifd?V@y from the vehicle in a manner which creates a hazard.
at least one tail lam History: Cr. RegisterFebruary1996, No. 482, €f3-1-96; am(1) (a), Register
p. October,1997, No. 502, éf11-1-97.

(2) Thetail lamps of every motor vehicle shall be maintained
in proper workingcondition and in conformity with this section Trans 305.19 Doors, hoods, locks, latches and door
ands. 347.13 (1) and (2), Stats. handles. (1) Every doorhoodand trunk lid of a motor vehicle
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shall be maintained in proper working condition and shall bequipmentmay not be removed, disconnected or physically

equippedwith suficient hinges and latches so it can be openedteredto be inefective.

andsecurely closed. (8) All air pollution control equipment required under S@.
(2) (a) Every motowvehicle, except those manufactured witishall be maintained in proper working condition and in confor

removable doors or without dooshall be equipped with doors. mity with s. 285.30 (6), Stats., and chaiis 131.

Opentop designed vehicles are not required to have operatingfistory: Cr. RegisterFebruary1996, No. 482, £&f3-1-96; am. (6) and (8), Reg

doorswhen the vehicle is operated without a top. Ister, Octobey 1997, No. 502, &f11-1-97.

(b) The hood or engine of a vehicle shall have no protrusionsTrans 305.21 Floor pan and firewall. (1) The floorpan
thatwill restrict the drivels view by extending more than 3 inchesf every motor vehicle shall be maintainedyod condition and
abovea line that extendsom the center of the hood at the basén conformity with this section.
of the windshield, forward and parallel with the highway (2) Thefloor pan shall be free of rusted areas or holes which

(3) A trunk lid or hatchback may be temporaskcured in an mayallow entry ofexhaust gases or would not adequately support
openposition when transporting oversized objects that preverghicleoccupants or cgpo.

completelid closure. (3) No motor vehicle body mape raised above the frame
(4) (a) All door handles on every motor vehicle shall be mainnorethan 4 incheseyond the original manufacturesspecifica
tainedin proper working order tions. In the absence of suspecifications, and on homemade and

(b) Except as provided in subs. (5) and (6), no person m@);:onstructed/ehl_cles, no body may be mounteith the floor
operatepr allow to be operated, orhighway a motor vehicle on Panmore than 4 inches above the frame.
which the door handleisstalled by the manufacturer of the motor (4) The firewall shallbe maintained free of any holes. Any
vehiclehave been disabled, removed or made inoperative. Thigchanismscables or wires routed through the firewall shall be
paragraprdoes not apply to replica or street modified vehiclesproperlysealed to prevent the entry of exhaust gases into the pas

(5) Nothingin this section prohibits the interior door handle§€ngercompartment.
of the rear door or side rear doors of authorized gemey  History: Cr RegisterFebruary1996, No. 482, £13-1-96.

vehiclesbeing intentionally made inoperative. Trans 305.22 Fenders and projecting parts.

(6) Nothingin this section prohibits the interior door handleg1) Everymotor vehicleoriginally manufactured after January 1,
of the rear door or side rear doors of a vehicle being intentionallg50,every homemade vehicle registered after January 1, 1975,
madeinoperative by use of a child security door latch system and every vehicle registered as a reconstructed vehicle after
otherdoor locking mechanism installed by the manufactafer March 1, 1996 shall be equipped with adequate fenciersring
thevehicle. thefront and rear tires to prevent splashingvater and throwing

Note: The vehicles to which this section applies include a vehicle designedd$ gravel, stones or other objects.
transportat least 6, but not more than 14, passengeddition to the driver and cem
monly called a “van.” In isconsin, a van is registered as an automobile if itis pri (2) All fenders shall be free of severely rusteciamaged
marily used forthe transportation of persons; a van is registered as a truck if it is pmaterialwhich may cause injury or cause the fenders to bfeaef

maHf:'g’tg;‘?dé‘:rélzitsf?e”ri%‘g:ﬁgf;‘lgggmﬁgr%z 613-1-06; am. (Land (2) (b) tive. All required fendershall be of sifcient width and length
Register,dctober1997, No. 502, éfu—i—Q?; CRO1-120: reﬁum.'(4) to be (5) and to cover the tire tread from 15 to thent to 60 to the rear when

am.,cr. (4) and (6) Register May 2002 No. 557, 6f1-02. measuredit the center of the axle, to the top of the tire, on a verti
cal plane.
Trans 305.20 Exhaust and air pollution control sys - (3) All fenders shall be securely mounted.

tems. (1) The exhaust system on every motor vehicle shall be (4) Fendersnay be extended up to 4 inches beyond the-origi
maintainedin proper workingcondition and in conformity with n|tender line or the manufactuteroptional equipmerfender
this section and s. 347.39, Stats. flare line in order to cover tires that also extend beyond the-origi
(2) Piping used in exhaust systems shall be of the rigid typeal fender or flare line.
Convolutedpipe meets this requirement, but flexible tubing may (5) No part of the vehicle or any vehicle accessory shalt proj
notbe used in the exhaust system. ectaway from the vehicle in a hazardous manner
(3) Everyexhaust system locatesth as to be hazardous to a History: Cr. RegisterFebruary1996, No. 482, &3-1-96.
personoutside the vehicle or to a person entemndeaving a
vehicle shall be protected in ordés prevent such person from _17ans 305.23 Frames. (1) The frame on every motor
beingburned or otherwise injured. The exhaust system locatiyfhicleshall be maintained iproper condition and in conformity
shallbe considered hazardous itittends beyond the body line With this section. o
for thosesystems where the exhaust pipes are on or extend to thé2) Repairs, modificationsor additional frame support are
side of the vehicle. A systerwhere the exhaust pipes extendicceptablef they do not reduce the structural integrity deef
upwardalong the side or rear of the body shall alspimgected thealignment of the vehicle. Braze type welding may nafise
in order to prevent persons from being burnedotirerwise ONany repairs made to the frame.
injured. . (3) The frame may not be rusted or twisted to the extent that
(4) The mufiler and all parts of the exhausgstem shall be it N longer properly supports the vehicle or no longer provides the
functioning and may not be repaired by an inadequate patchSBHCturalintegrity necessary for correct alignment or safety
improperlydischage fumes. (4) Thevehicle may not be noticeably out of wheel alignment
(5) Thetail pipeshall extend to the outside body line of th&lu€to inadequate or improper repair or modification of the frame.
vehicle, except thatlight trucks may have the exhaust outlet (5) No part of the frame may be missing doeexcessive rust
extendonly to the rear of the vehicle cab if thegmarea is not ©Or uncorrected damage.

i History: Cr. Register February1996, No. 482, &f3-1-96; am. (4), Register
enclosedand used for passenger transportation. October 1997, No 502 &f11-1-07.

(6) The exhaust system may not be modified so as to pass
throughthe passenger compartment. Trans 305.24.1 Fuel systgms. Q) 'I_'he fuel .s.ystem Qf
(7) All air pollution controequipment required by the federal®Very motor vehicle shall be iproper working condition and in
clean air act and its implementingegulations shall remain conformitywith this section.
installedor be replaced with identical or comparable tested parts.(2) The fuel system shall be free of any leaks.
Air pollution control equipment originally installed by the (3) Thefuel tank shall be closed with a fitted metal or plastic
manufactureror identical or comparable tested replacemewipand shall be rigidly attached to the vehicle.
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(4) No fuel tank may be located in the passenger compartmgetrin which the homemade or reconstructed vehicle is first-regis
of a motor vehicle unless it was installed by a matehicle tered.
manufactureticensed under s218.0101 to 218.0163, Stats., or (3) (a) Except as provided in pgb), the restraining devices,
is a replacement of such a tank. including air bags, of every motor vehicle shiaél maintained in

(5) Replacementauxiliary and alternate fuel tanks may beproperworking condition and imonformity with this section and
installedby the owner of the vehicle or by a person in the business347.48, Stats. All required and optional restraining devices,
of fuel system installation. All fuel tanks shall meeteaceed including air bags, shall remain installed or be replaced by like
industry standards for commercially manufactured fuel tankgguipmentAll air bags that havbeen deployed shall be replaced
which are certified for usin the type of vehicle in which the fuel with a comparable functioning air bag system.
tank is installed and for use with the type of fuel the tank is (b) Front passenger side and driver side airbags may be-deacti
intendedto contain. All installations shall be in accordance withatedby use of a manualutof switch installed in accordance
commerciallyacceptable practices. with federal law or by any otheneans expressly permitted by fed
e R R Eag i S BT 57 arscion ) sl Srallaw or when deactivation has been approved n writing by the
unders. 13_93;'(2m% (b) 7., Stats., Register May 2002 No. 557. United States department of transportation. Front passenger side
airbagsmay be deactivated through use of a rear—facing child
restraintsystem which automatically deactivatesaitbag for the

Trans 305.25 Horn. (1) Thehorn of every motor vehicle lperiodof time in which the child seat is placed in the front passen

shall be maintained in proper working condition and in confo erseat.

mity with this SeCt.K,m and s. 347'38] Stats. o . Note: For regulations relating to deactivation of front passengeosidgver side
(2) The hornwiring and connections shall be maintained imirbagssee 49 CFR Part 571.208 and 49 CFR Part 595.

good condition. (4) All safety belts shall be free of excessive fraying lasd
(3) The horn shall be securely fastened to the vehicle. ~ Seécurelymounted to the motor vehicle. _
(4) Everymotor vehicle shall be equipped witbay button, (5) Theseat and seat mechanisms of every motor vehicle shall

ring or other actuation device for making electrical connectioR€ in proper working condition. All seats shall be securely fas
The device shall be easily reached fréime drivets seat while the t€nedto the motor vehicle. _
driver is secured by a safety belt. A hand-activated horn utilizi "gf]g’g’m_Fc“r(gf?t')ﬁfeégggt‘éf‘&}ggg {\‘9%7‘%8,36_‘9;%‘2%?%[?’1%’;‘{ é?%_“(’sﬁe(éf)
anair bulb does not meet the requirements of this section.  Register April, 1999, No. 520, &f5-1-99.
History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.
Trans 305.28 Speed indicator and odometer

Trans 305.26 Mirrors. (1) All motor vehicles originally (1) The speed indicator of every motor vehicle primarily
manufacturedwith an inside mounted rearview mirror and alblesignedfor use upon a highwashall be maintained in proper
homemadend reconstructeghotor vehicles registered after Janworking condition within4% accuracy at all speeds between 40
uary1, 1975, shall be equipped with an inside mounted rearvigles per hour and 65 miles per hour and in conformity with this
mirror. All motor vehicles originallynanufactured with a left out Sectionand s. 347.41, Stats.
siderearview mirror and all homemade and reconstructed motor(2) All speed indicators shall be equipped with a lamp that
vehicles registered after January 1, 1975, shall be equipped veiarly illuminates the speed indicator whttve vehicles head
a left outside rearview mirror lights or parking lamps are actuated.

(2) Themirrors of every motor vehicle shall be maintained in (3) Everymotor vehicle subject to registration under ch. 341,
properworking condition and iconformity with this section and Stats. shall be equipped with a mileage odometer that registers the
s.347.40, Stats. miles accumulated within 4% accurachhe odometer shall be

(3) No mirror may be brokencracked, discolored, non— Maintainedn proper working condition.
reflective or otherwise reflect an inadequateage. All mirrors (4) Everyspeed indicator anoddometer shall be so mounted
shallbe securely mounted on the vehicle. andpositioned as to be clearly visible to the driver at all times.

(4) If the vehicle is constructed, loaded, or towing anotheristory: Cr RegisterFebruary1996, No. 482, £3-1-96.
vehicleso as to prevent the operasoclear view to the right rear
adequate additional mirrors shall be installed on both sides of g?
outsideof the vehicle.

History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

Trans 305.29 Steering and suspension. (1) The
Seringand suspension of every motor vehicle shall be main
tainedin proper working condition and in conformity with this
sectionand s. 347.455, Stats.

(2) Thesteering linkage may not eorn, jammed or bind, nor

Trans 305.27 Restraining devices and seats. (1) Al allthe steering systelmve excessive lash. Lash of more than

automobilesnanufactured on or after January 1, 1972, shall hzﬁ}% f lete t fthe steeri heel i .
safety beltsinstalled at all designated seating positions which© O ON€ compiete tumn of the Steering wheel IS excessive.

meetthe specifications dhe safety belt system with which the (3) The belts assisting the power steering unit shallirbe
vehiclewas originally manufactured. All light trucks and motoProperworking condition and may not be missing, loose, or exces
homes manufactured after January 1, 1976, dhaie safety belts Sively frayed or cracked.

installedat all designated seating positions which meespieei (4) Thepower steering unit shall be in proper working cendi
ficationsof thesafety belt system with which the vehicle was-origtion. No portion of goower steering unit or steering linkage may
inally manufactured. All homemade and reconstructed motbe disconnected. The power steering unit shall contain the proper
vehiclesregistered on or after January 1, 1975, shall sadety fluid levels. All hoses and connectiostsall be in proper working
belts installed at all designated seating positions. conditionand will have no leaks or visible cuts or cracks.

(2) All automobiles manufactured after Januany969, and  (5) (a) Every motor vehicle shall be equipped with a steering
all light trucks and motor homes manufactured after Septembeivheel the same size as the one with which the vehicle was
1991,shall be equipped with head restraints meeting the specifianufacturedr a replacemenmtot less than 13 inches in diameter
cationsof the head restraints with which the vehicle was originalfpvery homemade and reconstructed vehicle registered after Janu
manufacturedAll homemade andeconstructed vehicles regis ary 1, 1975, shall have a steering wheel of not less than 13 inches
teredafter January 1, 1975, shall be equipped with head restraifitsliameter
for the left and right front seatimgpsitions which meet the speeifi ~ (b) All steering wheels shall be in proper working condition.
cations of head restraints installed in vehialeznufactured in the The steeringwvheel shall be secured to the steering shaft by a lock
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ing device which prevents accidental removal. All steering wheaeredmore than thelistance allowed by s. 347.455, Stats., from
will be positioned to be operated with the driver seatéte front the original height ofthe bumper as specified by the vehicle
seat. manufacturerfFour wheel drive vehicles and motor trucks with a

(6) All springs, shackles and cross stabilizatlotkage, grossweight ofnot more than 8,000 pounds may not be modified

includingtorsion bars, shall be in proper adjustment and may rfgtas to cause the vehicles to ride more than a total of 9 inches
beloose, disconnected or broken. abovethe height of the vehicles specified by the manufacturer

i i ; iningalterations under s. 347.455 (2), Stats., and changes in

(7) (@) Every motor vehicle originally manufactured with€@mbininga
shockabsorbing devices and every homemaderaadnstructed Ure Size under s. 347.455 (3), Stats. In the abseng@obfactur
vehicle registered on or after January 1, 1975, shall sioek er’s specifications, every bumpshall meet the height standards
absorbingdevices which function at suspension points. establishedy s. Fans 305.18 (2) (a).

(b) All shock absorbing devices shall be in proper afettie (2) Changesn the height of a vehicle shall be measured from
working condition, free of leaks, and securely attached to the um%!elvelv\?#rface owhich the vehlcl? ?]tand?]‘tcl) any pa(t(jof the
mountings.The mountings and housings may not be loose Bf. icle.When measuring to a part of the vehicle hansider
weakened.Shock absorbing devices aieffective when the atonshall be given to specific modifications allowed by s
vehicle continues a free rocking motidar more than 2 cycles. 305.21 (3) in addition to alteratlg_ns alloyved by s. 347.455, Stats.
The inspection procedure fshockabsorbing devices is as fol ~ (3) The manufactures specified height of anpart of a
lows: With the vehicleon a level surface, push down on one coehicle may be determined from the dapaiblished by the
ner of the vehicle and release. Note the number of cycles of fi@@nufactureror other manufacturer publications, such as the
rocking motion. Repeat the procedure at the other corners of @gner'smanual, or by comparison with a similar model vehicle
vehicle. asnormally delivered by the manufacturer

(8) Extendedshackles in excess of 2 inches beyoriginal (4) No person may operate any vehicle which has a fixed part
manufacturer’specifications is an unsafe modification and ma§f the vehicle located in a position that would contact the road sur
not be used. Extended shackles up to 2 inches shall provide 8 tbeforg th_”th'“bthe ‘i‘égegtNOf 2;‘23 Z?'glf’fg;e- ) Red
ﬁqaenrw](televel of support and stability as provideyl original equip Oct('fbgrr’{gg{' Noe_gg%gr vl e - am. (4), Register

(9) No vehicle may be operated noticeably out of alignment. Trans 305.32 Vent, side and rear windows. (1) All

History: Cr. RegisterFebruary1996, No. 482, &f3-1-96; am. (2)(6) and (7) ~glassused in vent, side or rear windows shall be safety glass and
(b), Register October 1997, No. 502, &f11-1-97. shallbe plainly marked to identify it as safety glass, or a cerifica
) . . . tion from the glass supplier stating that the glasgpproved safety

Trans 305.30 Tires and rims. (1) The tires and rimen  giassshall be carried in the vehicle during operatiovenicle
everyvehicle shall be maintained proper condition and in cen jnspection,or both. All glazing in the vent, side or rear windows
formity with this section and s. 347.45, Stats. _ shallbe free of sharpdges severe enough to cause injengcks,

(2) Everytire shall have at least 2/32 inch trespth in every etching,damage or other conditions which distort or interfere with
major tire groove measured at 2 points no less than 15 inchgsion.
apart. _ ) _ (2) All front side windows in the driver compartment which

(3) Thetires on any vehicle required to have fenders may neéedto open for the making of arm signals shall operate $o as
protrude more than 2 inchesyond the fender line at the highespermitthe making of arm signals.
point of the tire. The measuremeshall be from the original ~ (3) Thevent, sideand rear windows may not have cloudiness
fenderline of the vehicle as equipped tye original manufac etching in excess of 2 inches from any edge.

urer. _ _ (4) (a) The vent andront side windows may not have any
(4) Weightimposed on the tires or rims magt exceed that sjgn poster or other nontransparent material upon them, other
weightwhich is specified by the manufactudéithe tires or rims. than a certificate or sticker issued by ordera governmental
(5) No vehicle may have tiresf different size or construction agency.
on the same axle, or directly across from each other on vehiclegb) Tinting of the vent and front side windovespermitted as
withouta common axle, except that this subsection does not pfgliows:
hibit the use of mini spare tires temporarily used in accordance 1 The windows aréinted by the manufacturer of the glazing
with manufactures specifications or other spare tires and rimg,qare installed as part of the original manufacturing process.

thatare temporarily used. . . o T
Example: Mounting a radial tire on the left front side and a bias ply tire on the 2. .Th.e windows are. tinted b.y the appllcatlon Of tm!:mg film
right front side of an automobile is prohibited. to the inside of the glazing provided that the combination of the

(6) No tire shall be repaired using a method not recommend@@zingand tinting film permitpassage through the windows of
by the manufacturer and there may not be t@asidewall cuts 2t l€ast 50% of the visible light striking theindows. Tnting
or snags in excess of one inch in any direction as measured orf{fies Permitted under this subdivision may not be reflective.
tire, deep enough to expose or damage the body cords, nor may3. The windows are tinted, upon the recommendatioa of
therebe any bump, bulge, knot, sidewall separation or failure BhYsicianor a Christian Science practitioner treating thener
partial failure of the tire structure. or an immediate family member of the owner of the vehicle, by the
(7) No tire may be used that has been stamped or markedpplication of tinting film to the inside of the glazing provided that

sucha manner so as todicate that such tire is not to be operateﬁﬂe combination ofthe glazing and Otinting film permits passage
on a highway throughthe windows of at least 35% of the visible light striking

; the windows. Tnting films permitted under this subdivision may
disgg)rtgdherl:g?es dr?)?)égﬁggg ddamaged, dented, bent or otherWﬁ& be reflective. A written statement from the treating physician
T ) o or Christian Science practitioner which identifteg patient, the

H(%) NOC“gl mtath;ive |f909366N0r4?2'3§'3“% gg_tS, |U293 Odr g’ogs- medical condition justifying the recommendation, whether the
ister, October 1997 No. 502, 61i-1-07am. (2) and (3), R"e%rg.tébz:g)nbeﬁ 1)53976,g conditionis temporary or permanent and the vehicle to wieh
No.502, ef. 11-1-97. recommendatiorapplies, includinghe make, model, year and

vehicleidentificationnumbey shall be carried in the vehicle at all

Trans 305.31 Modifications affecting height of a  times. Tinting film applied under this subparagraph szl
vehicle. (1) Modifications authorized by s. 347.455, Stats., mayemovedwhen a vehicle covered by the recommendation is sold,
not cause the front or rear bumper height of any vehicle to tsenthe person for whom a recommendation was madenger
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resides in the household of the owner of the vehicle or when thimdshield.There may not be any posters, stickers or other non
durationof a temporary condition which is the bafsisa recom transparenmaterial, other than a certificate or sticker issued by
mendationhas expired. order of a governmental agenclpcated on the windshield or
(5) (a) The rear window may not have any sign, poster or otH@patedbetwe_en the drivea_nd the windshield. This subsection
nontransparenmaterial upon it, other than a certificatesticker doesnot prohibit the following:
issuedby order of a governmental agency (a) Attachment of an inside rearview mirror in accordamite
(b) Tinting of the rear window is permitted as follows: s. Trans 305.26.
1. The window is tinted by the manufacturer of the glazing (b) Windshields tinted by the manufacturer of the glazing and
andis installed as part of the original manufacturing process. installedas part of the original manufacturing process.
2. The window is tinted by the application of tinting film to  (¢) Application of window tinting film or other nontransparent
theinside of the glazing provided that the combination of the glamaterialto the inside of the windshield if it is attached only to that
ing and tinting film permitgassage through the window of at leageortion of the windshield which is both outside the critical area
35%of the visible light striking the windawhe tinting films per andabove the horizontal line delineated by the markdA'A.”
mitted under this subdivision may not be reflective. If no such mark wasfafed to the windshield by its manufacturer
3. If a rear windowdoes not transmit at least 60% of the vis"© Window tinting film may be attached to the windshield.
ible light striking the windowthevehicle shall be equipped with 4 SISO S ReGSIIERPUAY 1396, flo, 692, €1371-98 reprinted to restore
anoutside rearview mirroon the left and right side of the dritger
compartment. Trans 305.35 Windshield wipers. (1) Every motor
(6) Tinting of rear side windows is permitted as follows:  vehicleshall have a system wfindshield wipers capable of clear
(a) The windows are tinted by the manufacturer of the glazifgg the windshield critical area.

andare installed as part of the original manufacturing process. (2) (a) The windshield wiper systeai every motor vehicle
(b) The windows are tinted by the applicatioitinting film  shallbe maintained in good working condition and in conformity

to the inside of the glazing provided that t@mbination of the With this section.

glazingand tinting film permitgpassage through the windows of (b) The windshield wiper switch, wiring and connectishall

atleast 35% of the visible light striking the windoWwhe tinting bein proper working condition.

films permitted under this subdivision may not be reflective. (c) Every windshield wiper blade shall be in good condition
(7) When measuring total light transmittanaeder subs. (4) soas to adequately clear the windshield.

(b), (5) (b) and (6), law enforcemeatficers shall allow a toler ~ (3) Everywindshield wiper shall bes lage as practicable to
aan_:eof 30?- RegisterFebruary 1996, No. 482, &(3-1-96: am. (3, Regi adequatelyclear the windshield. If the windshield wiper system
istory: Cr. RegisterFebruary 1996, No. 482, €f3-1-96; am. (3), Register \as originally equippedwvith multi-speed capabilitythe wind

October,1997, No. 502, &f11-1-97. shieldwipers shall operate on at least 2 separate, constant speeds,
Trans  305.33 Windshield defroster-defogger . ©neof which is at least 20 cycles per minute and the atiéch

(1) Every motor vehicle manufactured aftdanuary 1, 1955, IS at least 15 cycles per minute fasmndshleld wipers shall
shallbe equipped with a defroster-defogger system. Any moteiperateby use of an electric, hydraulic or vacuum device.
vehiclelawfully manufactured and operated without a roof, doors (4) Everymotor vehicle manufactured after January 1, 1968,
or side windows is exempt from the requirements of this sectigihallbe equipped with a windshield washer system that is-main

(2) Thedefroster-defogger system shall be capable of remdginedin proper operating condition with adequate fluid available
ing condensation and frost from the windshield. whenthe mechanism is activated.

i . i _1-06 ; i . Cr. Register February 1996, No. 482, &f3-1-96; am. (1), Register
History: Cr. Register February1996, No. 482, &f3-1-96; am. (1), Register History g
October,1997, No. 502, &f11-1-97. October,1997, No. 502, &f11-1-97.

Trans 305.34 Windshields. (1) Every motorvehicle Subchapterlll — Motor cycles
manufacturedfter January 1, 1936, shall have a windshield made ) .
of safety glass. Such glass shall be plainly marked to idendiy it Trans 305.37 Applicability of subch. Il. (1) The fol-
safetyglass or a certification from the glass supplier stating th@Wing sections of subch. Il apply to all motorcycles:
the glass is approved safety glass shall be carried in the vehiclg@) Section Tans 305.17, brakes, except as otherwise provided
during operation or vehicle inspection, or both. in s. Trans 305.38.

(2) The windshield shall be of didient size to provide ade  (b) Section Tans 305.23, frames.
quateprotection for the driver and shall be in place when operat (c) Section Tans 305.28, speed indicator and odometer
ing on a highway . (d) Section Tans 305.30, tires, wheels and rims.

(3) Thewindshield may not be excessively cracked or-dam (2) Section Fans 305.35 applies to type 2 motorcycles.
aged.A windshield is excessively cracked or damaged if: History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

(a) The windshield has a crack inside, or which extends inside,
the windshield critical area. Trans 305.38 Brakes. (1) The brake system oavery

; ; ; ; motorcycle shall meet the requirements of ss. 347.35 (2) and
tha(r? g; I]Zﬁévslr}?smﬁfehf?zrﬁreéCks which extend g area more 347.36,Stats., and s.réins 305.17, except that:

(c) The windshield has stone or shot damage with a diamete/@) Braking is required on only one wheel of a 2-wheel motor

in excess ot inch in thewindshield critical area or in excess ofcyCl€ unless themotorcycle was originally manufactured after
1% inchesinzdiameter in any other area. March 1, 1996 with a braking system on betheels, in which

. : . .casebrakes are required on both wheels.

(4) Thewindshield may not have etching, scratches, abrasion . . .

or repairs of any type which impair or distort vision within the (P) A parking brake is not required on a type 1 motorcycle.
windshieldcritical area. History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

(5) The windshield may not have cloudiness etching in  Trans 305.39 Exhaust system. (1) Every motorcycle
excesf one inch around the outside edge on the dewsde or  shallbe equipped with a functioning exhaust system that is-main
in excess of 2 inches on the passetwgside. tainedin proper working condition so as to reduce engine noise.

(6) Nothingmay be placed or suspended in or on the vehiclthe exhaust system shall Ingaintained in conformity with this
or windshield so as tobstruct the drives clear vision through the sectionand s. 347.39, Stats.
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(2) Every exhaust system shall be maintained free of leak&dlecarmay be equipped with a headlamp if the headlé@snp
from the engine exhaust ports through the piping andlend®6 mountedas required by s. 347.09 (2), Stats.
theend of the exhaust systemp#otective shield or insulated sec History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.
tion shall be provided for any portion of the exhaust system that

extendsabove and to the rear of the foot pegs or rests. Trans 305.46 Suspension system. (1) Any motor
History: Cr. RegisterFebruary1996, No. 482, &13-1-96. cyclewith a front suspension system modified before January 1,

1976, may have a rake of no more than 55 degrees, pratieled
Trans 305.40 Fenders and bumpers. (1) A fender trail is at least 2 inches.

overeach rear wheés required on every motorcycle except those (2) Any motorcycle, commencingith the 1976 models, may
originally manufactured without a rear fendérfront fender is be modified to cause the front suspensgystem to have a rake
requiredon every motorcycle manufactured after March 1, 1996f no more than 50 degrees, provided the trail isast 2 inches.
Thefender shall cover the complete tread width areheofire and (3) Asused in this section:
lengthwisefrom 15° to the front and 60to the rear when mea
suredat the center of the axte the top of the tire on a vertical
plane.

(2) Every type 2 motorcycle shall be equippedh a rear
bumperwhich meetshe requirements for a homemade or recory;,
structedvehicle under s.réns 305.18.

History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

(a) “Rake” means the angle formed by the front suspension, or
“forks,” and a vertical lin@rawnfrom the top of the front “forks”
perpendiculato the ground.

(b) “Trail” means thedistance from a point on the roadway
ectly underneath the center of the front wheel to the projected
pointwhere an extension of the front frame through the fork head
would intersect the roadway

Trans 305.41 Fuel system. (1) The fuel system on every (4) Everymotqrcycle shall be equipped with a shock absorb
motorcycleshall be free of leaks. ing front suspension system.

(2) Everyfuel tank shalhave a cap or positive closing device. (a) The main tubes dhe individual sliding tubes on a teleseop

(3) No fuel tank may be used for operation of the motorcyclgd front suspension system shall beooe piece construction.
exceptone produced by a manufacturer of fuel tanks for motorcyCrew—orextensions, or “slugs,” are prohibited.
clesor one that meets exceeds industry standards for commer (b) All shock absorbinginits shall be in proper working condi

cially manufactured tanks. tionand free of leaks.
History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

Trans 305.42 Horn. (1) Every motorcycle shall be
equippedwith a horn which is securely attached to the cpcle
is in conformity with this section and s. 347.38, Stats.

(2) Thehorn shall be activated by use of a button to make the RAKE
electricalconnection and shall be maintained in proper working
condition.

History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

RAKE

Trans 305.43 Lighting. (1) Every motorcycle shall be
equippedwith all lighting devices required by ch. 347, Stéts.
addition, every motorcycle manufactured after January 1, 197
shallbe equippedvith 2 amber direction signal lamps on the front
and 2 direction signal lamps on the rear which may be red 0
amber.

(2) A motorcycle may be equipped with no more thaugl =5 — =TT
iary lamps, including auxiliary lamps on a side.car Figure 1
(3) Motorcyclesand attachedidecars may be equipped with
markerlamps provided that: History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

(2) No marker lamp exceeds a wattage of 10 watts. Trans 305.47 Tires, wheels and rims.  The tires of every

| (b) NIOI marker Iarlnp interfde_res with the \I/isibility of@ad  storcycleand of any attached sidecar or trailer shall meet the
amp, tail lamp, stop lamp or direction signal. requirementsf s, Fans 305.30.

h (?) No lamp shows a color except red to the rear and aimber History: Cr. RegisterFebruary1996, No. 482, f3-1-96.
thefront.

(4) All lighting devices shall be maintained in proper working ~ SubchapterlV — Heavy Trucks, Trailers and

conditionand in conformity with ch347, Stats. All wiring and Semitrailers

connectionshall bemaintained in good condition and there shall o ]

beno cracked, broken or missing lenses or reflectors. Trans 305.48 Definitions.  For purposes of this sub
History: Cr. RegisterFebruary1996, No. 482, &3-1-96. chapter,‘'vehicle” means heavy trucks, trailers and semitrailers.

History: Cr. RegisterFebruary1996, No. 482, &f3-1-96.

Trans 305.44 Mirrors. Every motorcycle shall be N

equippedwith at leasbne mirror meeting the requirements of s. Trans 305.485  Applicability of subch. Il. (1) The fol

347.40, Stats., and stahs 305.26. lowing sections of subch. Il apply to heavy trucks, trailers and
History: Cr. RegisterFebruary1996, No. 482, &3-1-96. semitrailers:

) (a) Section Tans 305.22, fenders and projecting parts.
Trans 305.45 Sidecars. (1) A type 1 motorcycle may be

equippedwith one sidecar securely attached to the frame of the (b) Section Tans 305.30, tires, wheels and rims.
motorcycle. A sidecar may only be attached to the right side of the (2) Thef_ollowmg sections of qucm apply to heavy trucks:
motorcycle. (@) Section Tans 305.075, auxiliary lamps.

(2) A tail lamp and stop lamp or a combination lamp perform (P) Section Tans 305.1, headlamps.
ing both functions meeting the requirements of ss. 347.18n@)  (c) Section Tans 305.19 (1), doors, hoods, locks and latches.
347.14(2), Stats., shall be mounted on the rear ofsadg carA (d) Section Tans 305.20 (3), exhaust shields.
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(e) Section Tans 305.24, fuel systems. (2) Coupling devices andsafety devices shall meet the
(f) The provisions of s.rBins 305.28 concerning odometersrequirement®f s. 347.47, Stats.

: f ; Note: Ch. Trans 308 establishes requirements as to the type, design and strength
(g) Section Tans 305.32, vent, side and rear windows. of couplings, safety chains, leveling bars and cables required38y .47, Stats., on

(h) Section Tans 305.33, defroster and defogger trailers,semitrailers and mobile homes.
(i) Section Tans 305.34, windshields. (3) Whenused as part of a fifth whesssembly on a truck trac
(i) Section Fans 305.35, windshield wipers. tor, theking pin shall fit snugly into the upper and lower halves,

History: Cr. RegisterFebruary1996, No. 482, 6f3-1-96; am. (2) (a), renum. DUt may not bind.
(2) (b) to (e) to be (2) (f), (g), (i) and (j).-€R) (b) to (e) and (h), Registédctober History: Cr. Register February1996, No. 482, &3-1-96; am. (3), Register
1997,No. 502, eff 11-1-97. October,1997, No. 502, &f11-1-97.

_Trans 305.49 Axle control valves. (1) Whenavehicle  1ran5 30553 Fenders and mud guards.  Everytrailer
is equipped with an axle or axles that raises or lowers by megpgemi—trailer shalbe equipped with adequate fenders to cover
of air pressure, spring force or hydraulic pressure, the contih ires, except when the construction of the trailesesnitrailer

valvesshall be installed as follows: is such that the bog¥ed, load, or load—carrying area covers the
(&) The control valve that regulates the amounpressure tires. Semitrailers operated in intercity movement and not
shallbe mounted outside of the driv@icompartment. equippedwith dump bodies shaliave suficient mud guards as

(b) The control valve that regulates the movement of the axpecifiedin s. 347.46 (2), Stats., unless exempted under s. 347.46
or axles so as to raise or lower the axle or axles may bednithe (2) (c), Stats.

er’'s compartment. History: Cr. RegisterFebruary1996, No. 482, éf3-1-96.
(2) This section applies to vehicles manufactured commenc
ing with the 1998 model year Trans 305.54 Frames on heavy trucks, trailers and
History: Cr. Register February1996, No. 482, &f3-1-96; am. (2), Register semi-trailers. (1) No frame may be repaired, modified or
October,1997, No. 502, &f11-1-97. altered,nor may additional support be added to a frame, if the
. . structural integrity or alignmentof the vehicle is adversel
Trans 305.50 Bed and body on trailers and semi - affected gnty 9 y

trailers. The bed or body of a trailer or semitrailer may not con
tain holes, cracks asther openings which would allow the vehicle, (2) No frame may be rusted, damaged or cracked to the extent

contentsto drop, leak or spill upon the highway thatit no longer properly supports the vehicle or the load carried
History: Cr. RegisterFebruary1996, No. 482, &f3-1-96; am. Registe©cto onthe vehicle.

ber, 1997, No. 502, &f11-1-97. (3) No vehicle may be operated on a highway which is notice
. ably out of alignment.
Trans 305.51 Brakes on heavy trucks, trailers and History: Cr. RegisterFebruary1996, No. 482, &13-1-96.

semitrailers. (1) The brake system on every heavy truck,
trailer or semitrailer required by s. 347.35 (Stats., to have

brakesshall be maintained in proper working condition and iBe equipped with all lamps and reflectors required by ch. 347,

Cor(lgrgcg;gitgetz\i;sﬁziin.semitrailer or trailer over 10.00 Q?tats.,and this section. Required lamps shall be capable of being
' ' eratecht all times.

poundsgross weight and required to have bradtesll have brak P !
I(Tg SP I(l)lttz e()rna%\‘gtlailéyaml;egl\,lvexcept as exempted byang 327.03 sidemarkeidamps and reflectors as follows:

; . (a) Truck tractors and road tractors shalldspiipped with 2
trai(lst;)r u'\é)c())rﬁ) erh(i)ghw:i// i(f):perate any heavy truck, trailer or Sen?:Ilearancetamps on the front of the vehicle and with an amber side

(a) The vehicle stops with obvious side pull when brakes E%r{ngalglkeerlamp on each side of the vehicle as far to the front as-practi

applied;
(b) The brake lining, pads, drumsmtors on any wheel are

Trans 305.55 Lighting devices. (1) Every vehicleshall

(2) Every vehicle shallbe equipped with clearance lamps,

~ (b) Motor trucks, trailers and semitrailers whose overall width
worn below the manufacturerecommended minimum operat is more tharB0 inches shall be equipped with 2 clearance lamps
ing level: on the front and 2 clearance lamps on tear of the vehicle; 2
' S .___reflectorson the rear of the vehicle; and on eaitle of the
(C)dA”y partof the brake system is missing, broken or discoRgpicle 2 side marker lamps mounted so as to identify as nearly
nected, as possible the extreme length of the vehicle.
. (dt) (‘jl'helcaﬁ!es are frayed boses are abraded, damaged -dete (c) Motor trucks, trailers and semitrailers whose overall width
rioratedor leaking; or _ is 80 inches or less shall be equipped with 2 reflectors on the rear
(e) There is visual evidence of leakage of grease, oil or brakgthe vehicle and on each side of the vehicle, 2 side marker lamps
fluid that may have contaminated the braking surface. mountedso ago identify as nearly as possible the extreme length
(4) This section does not apply to any trailer or semi-trailesf the vehicle.
whenits actual gross weight is less than 3,000 pounds, or to farm(qy Clearance lampsidemarker lamps and reflectors shall

trﬂlfrsbh Tans 308 establish omemido the desian. ¢ d exto CONfOrmto the color mounting and visibility requirements speci
ote: . Irans establishes requirem: 0 the design, type and pefior H
mancestandards dbrakes required by s. 347.35 (3), Stats., on trailers and semitra“led in'ss. 347.17, 347.18 and 347.19, Stats.

ers. Section 347.36, Stats., also establishes minimum performance stafodards  (3) Three identification lamps shall meountedhorizontally

brakeson combinations of vehicles. ; ;
History: Cr. RegisterFebruary1996, No. 482, &f3-1-96; am. (1) to (3) (intro.), at the \_/ertlcal Cemer. line on the front and rear of every motor truck
RegisterOctober 1997, No. 502, &f11-1-97. whichis 80or more inches in overall width, on the front of every

truck tractor or road tractor whidl 80 or more inches in overall

Trans 305.52 Coupling devices. (1) When 2 or more width, andon the rear of every trailer or semitrailer which is 80
vehiclesare operated in combination, tbeupling devices cen or more inches in overall width. A truck tractor or road tractor
necting the vehicles shall be designeshstructed and installed neednot be equipped with rear identification lamps. The lamps
andthe vehicles shall be designed and constructed, so that whkallbe mounted as close as practicable to the top of the vehicle
the combinations operated in a straight line on a level, smoottgnd at the same height. The color of front identificatiamps
pavedsurface, thg@ath of the towed vehicle will not deviate moreshallbe amber and the color of rear identification lamps $teall
than3 inches to either side of the path of the veltios tows it. red.
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(4) All lamps shall be permanently and securely mounted orehicle provide the rear end protection required by this section
a permanent part of theehicle, except that temporary lampsshallbe deemed to be in compliance with this section.
mountedon projecting loads need not be permanently mounted History: Cr. Register February1996, No. 482, &f3-1-96.

(5) Reflectorizedmaterial extending across the full width of i
the vehicle which meets the mountiagd visibility specifications _Trans 305.57 ~Suspension system on heavy trucks,

of ss. 347.18 and 347.19, Stats., may be used in lieu of the reflédilers and semitrailers. (1) All parts of the suspension sys
torsrequired by s. 347.16, Stats. temof a heavy truck, trailesr semitrailerincluding the springs,

History: Cr. RegisterFebruary1996, No. 482, &f3-1-96. shacklesshock absorbers and cross stabilization linkage, includ
ing torsion barsair lines, air valves, air bags and all attachment
Trans 305.56 Rear end protection. (1) Every vehicle, parts,shall be in proper adjustment.
excepttruck tractors, pole trailers and vehicles engaged ir auto (2) No heavy truck, trailer or semitrailer may have any loose,
mobile haulaway operations, manufactured after Decer3her disconnectedieaking or broken suspension parts.
1952which is so constructed that thedy or the chassis assem
bly, if without a bodyhas a clearance at the rear ehthore than
30 inches from the ground when empsiall be provided with : ; -
. : Lo . entwith the towing unit.
bumpersor devices serving similar purposes which shall be £BH. . Cr RegisterFebruary1996. No. 482, &f3-1-96 am. Reqi
constructedand located that: ber,'fé%?',\,o'_r' 5095'2?‘]5?1133TV o 485 + am. Registedcto
(a) The clearancbetween the &ctive bottom of the bumpers N N .
or devices and the ground may not exceed 30 inchestiagth  Trans 305.58 Wiring. (1) Wiring for both low tension

(3) The suspension systeof a heavy truck, trailer or semi
trailer may not cause the vehicle to track noticeably out of align

vehicleempty andhigh tension circuits shall be constructed aralled so as
(b) The maximum distance between bumpers, or deviicesto function reliably and adequately
morethan one is used, may not exceed 24 inches. (2) Requiredlamps shall be connected to the poweurce

(c) The maximum transverse distance from the widest partWith stranded wire.
thevehicle at the rear to the bumper or device may not exceed 1§3) Wiring shall, when possible, be grouped together and pro

inches. tectedby tape, braid, sheath, tube or othewering capable of
(d) The bumper or device shall be located not more than ithstandingsurface abrasion.
inchesforward of the extreme rear of the vehicle. (4) Wiring shall be properly supported.

(2) Bumpersor other protective devices shall be substantially (5) Wiring may not be located where it is likely to be charred,
cqns_tructedand firmly attached. No vehicle may be operated V\(itbverheated)r enmeshed in moving parts.
missing, brokenor weakened parts so as to render any required (6) The edgesof all holes in metal through which the wiring
protectivedevice ineflective. passesunless the wirings metal covered, shall be rolled or

(3) Motor trucks, truck tractors and road tractors constructesishedwith a grommet of rubber or other suitable material.
andmaintained so that the bgahassis or other parts of thmtor History: Cr. RegisterFebruary1996, No. 482, &3-1-96.
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